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1 Introduction 
Purpose of this document is in short to describe features delivered in the software version it 

refers to. 

2 Requirements 
This release supports all TDX and TDH800 hardware, except prerelease modules shipped 

without serial number (before 2010-12-08). 

3 New features 
List of new features added in release 4.5.1.39324, since last release 4.2.1.38888. 

3.1 GUI 

• CAM feature removed:  

Support for the deprecated PanAccess scrambling CI modules removed. 

Use Simulcrypt instead. 

3.2 BE-digital: 

• BISS CAM supported in CAM transparent mode. 

Tested and supported BISS CAM: Quattro CAM 4x4 from the vendor Edision. 

 

• It is possible to drop NIT at QAM and COFDM outputs by disable “NIT tables” at the Network 

page. 
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• It is possible to adjust the RF output level with 0,5 dB steps. 

 
 

3.3 FE: 

• The level is now shown in dBμV. Before the level was shown in dBm 
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3.4 IP out at AUX: 

It is now possible to set the ONID and TSID at IP-out at AUX (from IP BE). Before was the 

values fixed for ONID and TSID. ONID was 0xABBA (43962) and TSID was 0x00 (0). 

The default values for the ONID, TSID and SID is now the origin from the input. Already 

configured IP-outs will keep the values given at the configuration time, so making a SW update 

to this version will not change the ONID and TSID but keep the old setting. 

 

4 Bug fixes 
List of bug fixes corrected in release 4.5.1.39324, since last release 4.2.1.38888. 

4.1 BE digital: 

• NIT generated in the TDX can co-exist at transparent mode. This failure is corrected. 

4.2 FE DVB-T2: 

• PLP setting is default set to “0”. Error message is corrected and will not be show before a 

setting is changed. 

 

• False-positive warning pops up when changing the PLP. Is now corrected the failure 

message do not pop up. 
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4.3 GUI: 

• At the network page is the terms COFDM and QAM used instead of DVB-T and DVB-C. 

 

• Changes at the Network page could not be saved if no service exist in the pool at all. This 

issue is now solved. 

4.4 CAM 

• False-positive error shown in the GUI. The GUI shows an error for the CAM even if CAM is 

descrambling OK. This is now corrected. 

 

• CAM stack now handles the attribute memory correctly by only reading even addresses. 

 

• Improved CAM MMI handling 

•  

• CAM error indication does not work in CAM transparent mode; Corrected  

4.5 General: 

• Daylight saving for NZ is fixed. 

4.6 FE DVB-S: 

• Viasat “use special EIT PID” does not work correctly. Now problem solved. 

4.7 IP-out at AUX: 

• EIT barker feature does not work – fixed 

4.8 Samsung DRM:  

• At startup backends with an active Samsung DRM scrambler could restart. This is now 

solved. 


