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1 Introduction 
Purpose of this document is in short to describe features delivered in the software version it 

refers to. 

2 Requirements 
This release supports all TDX and TDH800 hardware, except prerelease modules shipped 

without serial number (before 2010-12-08). 

3 New features  

3.1 TDH800: 

The TDH800 now supports the following modules: 

 HDMI frontends 

 CI only backends 

 PAL-HD backends 

The following TDH800 licenses are now available: 

 PID remapping 

 AC3 for PAL-HD backend 

3.2 TDX-BE / TDX /TDH 800: 

 Added Australian local time offsets 

 Backends can now be downgraded from sw.ver. 4.1.1.x to older sw.ver. 

 Cam restart interval depends on former restarts 

 Descriptionfield added in the user interface 

 IP-addresses can be sorted numerical during configuration 

 Save the XML file at each logout. 

The user is asked to save the configuration before each logout if changes are made 

 Change of QAM BE default settings 

 Change of PAL output power adjustment range 

 Add insert functionality to LCN list 

 Show the trial information when mouse-over  

"Triax Period" information at "system" page  
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4 Bug fixes 
List of bug fixes corrected in release 4.1.1.37108 since last release 4.0.1.36329. 

4.1 IP-in: 

 ECM missing on output (Conax scrambled IP-in and Conax scrambled COFDM out) 

4.2 M3U: 

 Replaced char encoding with utf8 

4.3 BE-COFDM: 

 Centre frequency of "terrestrial delivery system descriptor" is off by a factor 1000 

4.4 FE-DVB-T: 

 The TDX crashes if the length of the second descriptor loop in the Network information 

table is corrupt. 

4.5 GUI: 

 It is possible to access /admin side 

 LCN list keeps sorting when changing values so focus is lost. Introduced by SW 4.0.1 

 User is not automatically logged off due to inactivity. 

 It is possible to allocate same LCN number multiple times by adding “0” in front of the 

number. Introduced by SW 4.0.1 

 To much text in the CA services field, creates an extra button. 

 Services already de-scrambled can be selected for de-scrambling 

 Network and transport stream is not shown in the frontend menu for some UK DVB-T2 

MUX 

 Text at “License handling” is improved 

4.6 BE-Digital: 

 If the broadcaster changes the source signal by removing a service,the output 

transponder is not updated 

 PID remap issues and filtering issues; introduced at SW 4.0.1.36329 

 It is possible to save a faulty setup for PID if duplicated PIDs exists at the subunits. 

Warning is correct given 

4.7 Simulcrypt:  

 Sockets leakage if the connection to Simulcrypt CAS is disconnected/unreliable 

4.8 Transparent CAM: 

 Wrong CA mode status in SDT for scrambled services on the subunit 

4.9 DVB-C FE: 

 Text for BER is not showed 

 AFC range is not wide enough. It must be 1MHz 
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4.10 IP-out:  

 There is an EMM on the descrambled service on IP output 

4.11 SNMP: 

 Unconfigured FE sends SNMP trap’s 

4.12 System time: 

 The time received in the TOT is first validated after an hour 


